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CAST IRON COVER WITH
WORD "WATER" CAST
IN TOP S5URFACE.
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COLLAR REQD +
FOR ALL

VALVE BOXES.
SEE DETAILS.
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6" MIN.

12" MAX.

HOLD LOCATION WIRE IN
PLACE WITH DUCT TAPE.

TRENCH.

RESILIENT WEDGE
GATE VALVE

1"- O BASE ROCK
REQD AROUND

. C.l. VALVE BOX A5 REQD FOR
VALVE 5IZE AND DEPTH OF

AT ALL S5PLICE5S THE CONNNECTING
END5 OF THE WIRES S5HALL

BE OVERLAPPED AND TIED.

THE END5 SHALL BE S5TRIPPED
AND CONNECTED WITH A WIRE

NUT TO ENSURE ELECTRICAL
CONNECTION AND MADE
WATERPROOF WITH AN APPROVED
SILICONE SPLICE KIT.
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VALVE AND VALVE
BOX BASE.

S50LID COPPER WIRE, MIN. 12 AWG
UF WITH BLUE (WATER) INSULATION.
INSTALL WIRE ALONG TOP OF ALL
WATER MAINS INCLUDING HYDRANT

CONTINUOUS LOCATING
WIRE. DRILL 1/2" HOLE IN \
VALVE BOX. INSTALL
RUBBER GROMMET ¢
INSERT LOCATION WIRE
THROUGH GROMMET.
S5ECURE IN PLACE WITH
DUCT TAPE. PROVIDE |2"
MIN. LENGTH OF WIRE
LOOP INSIDE VALVE BOX.

T~ THRUST BLOCK
WHERE PEQD.

VALVE BOX DETAIL

N.T.5.

6"MIN
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LEADS AND SERVICE LINES.

HOLD LOCATING WIRE IN
POSITION ON TOP OF
PIPE WITH DUCT TAPE
NOT TO EXCEED 10 FT.
ON CENTERS.

CONTINUOUS LOCATING WIRE DETAIL

N.T.5.
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UNION

STANDARD WATER DETAILS

VALVE BOX AND CONTINUOUS
LOCATING WIRE DETAIL

FIGURE

WS

~N

J

> OREGON



